
VisorX Control: Efficient process control and surveillance by
bi-directional communication of video systems with a control station

The ASE AG software VISOR X control runs within the process control software and is 
certified of Siemens for PCs 7 V7.0 SP1. 
VISOR X control addresses video servers or IP cameras outside of the PCS system and 
integrates the desired picture data into current PCS application. The call takes place 
automatically via a coupling with fault signals or manually via the operator over the control 
surface of the PCS system.

Various camera types: analog or IP

Process Control System

PCS 7

VisorX Control

Coupling of picture data with process 
control software:

� Integration of camera symbols into the
operator surface 
Click! Camera picture opens in 
pre-defined range

� User windows are faded in:
- PTZ-function,
- navigation
- review
- remote-backup

� Coupling of the graphic data with that 
fault signals of the control station

� Contemporaneous condition  
observation at change of values

� Selection of the camera buttons over
building-, plant or area layouts or
maps 

LAN

Video Server,
Storage medium
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The working station  for closed circuit television can be arranged flexible, since both 
the control station and each Net - PC can function as a handling and control station, 
with the appropriate access authorization. 
The ActiveX technology selected for VisorX control makes the implementation of 
the front end achievements in everyone ActiveX compatible container possible. The 
system is independent of the selected or existing video server platform, so that mixed 
server systems for the operator can be standardized. 

Technical data

Front end: 

� free selectable picture format
� easy and quick integration  into the

container-application
� can integrated into almost every 

application, which supports the 
integration of Microsoft ActiveX-
steering elements.

Back end:

� Network video client for videoserver
and web cameras

� Support of analog cameras and/or
network cameras

� Event administration
� Group-orientated regulated access 

on video datas via VMR 
(Video-Management-Rights)

� The processor achievement of PCS is only minimum
stressed (<10% at 64 cameras).

� Structure of a separate, independent network for
CCTV and installation of an extra network card for
PCS7 clients 


